Caratteristiche tecniche
XK
	
	XK COUPE
	XK CONVERTIBILE
	XKR COUPE
	XKR COUPE w SPEED PACK
	XKR CONVERTIBILE 
	XKR CONVERTIBILE

w SPEED PACK
	XKR-S COUPE

	MOTORE & CAMBIO 

	Cilindrata (cc)
	5000
	5000
	5000
	5000
	5000
	5000
	5000

	Cilindri
	8
	8
	8
	8
	8
	8
	8

	Valvole per Cilindro
	4
	4
	4
	4
	4
	4
	4

	Rapporto di compressione
	11.5:1
	11.5:1
	9.5:1
	9.5:1
	9.5:1
	9.5:1
	9.5:1

	Cambio
	6-rapporti automatico
	6-rapporti automatico
	6- rapporti automatico
	6- rapporti  automatico
	6-  rapporti automatico
	6-  rapporti automatico
	6- rapporti  automatico

	PRESTAZIONI

	0-60mph (secondI)
	5.2
	5.3
	4.6
	4.6
	4.6
	4.6
	4.2

	0-100 km/h (secondi)
	5.5
	5.6
	4.8
	4.8
	4.8
	4.8
	4.4

	Velocità Max

(mph / km/h)
	155/250
	155/250
	155/250
	174/280
	155/250
	174/280
	186/300

	Potenza Max (SAE bhp) @ rpm
	380@6500
	380@6500
	503@6000-6500
	503@6000-6500
	503@6000-6500
	503@6000-6500
	542@6000-6500

	Potenza Max (EEC PS)@rpm
	385@6500
	385@6500
	510@6000-6500
	510@6000-6500
	510@6000-6500
	510@6000-6500
	550@6000-6500

	Potenza Max (EECkW)@rpm
	283@6500
	283@6500
	375@6000-6500
	375@6000-6500
	375@6000-6500
	375@6000-6500
	405@6000-6500

	Coppia (SAE lb ft) @ rpm
	380@3500
	380@3500
	461@2500-5500
	461@2500-5500
	461@2500-5500
	461@2500-5500
	502@2500-5500

	Coppia (EEC Nm) @ rpm
	515@3500
	515@3500
	625@2500-5500
	625@2500-5500
	625@2500-5500
	625@2500-5500
	680@2500-5500

	Aerodinamica (Cd)
	0.33
	0.35
	0.33
	0.33
	0.35
	0.35
	0.34

	CONSUMI

	Ciclo combinato (mpg)                    
	25.2
	25.2
	23.0
	23.0
	23.0
	23.0
	23.0

	Ciclo combinato (l/100km)
	11.2
	11.2
	12.3
	12.3
	12.3
	12.3
	12.3

	Combinato US C-H (mpg)
	19.0
	18.0
	17.0
	17.0
	17.0
	17.0
	17.0

	Combinato NEDC C02 (g/km)
	264
	264
	292
	292
	292
	292
	292

	Standard Emissioni
	ULEVII/TIERII BIN5/EU5


