2015 Land Rover LR2 Technical Data

	Engine Type
	Transverse, in-line 4-cylinder, 16-valve turbocharged, direct fuel injection

	Displacement cc
	1999

	Bore/stroke (in.)
	3.44 x 3.27

	Compression Ratio
	10:1

	Horsepower
	240 @ 5500rpm

	Torque (lb.-ft.)
	250 @ 1750rpm

	Fuel Economy: EPA Estimated City/Highway (Combined) MPG4
	17 / 24 (20)

	Fuel Tank Capacity 
	18.5 US gallons

	Transmission
	Aisin AWF21 6-Speed automatic

	Four Wheel-Drive system
	Full time 4 wheel drive with HaldexTM rear axle differential and Terrain Response® control system

	0-60 mph5 
	8.2 sec. (0-100 kph: 8.8 sec.)

	Top Speed mph (kph)5
	124 (200)

	Front Suspension
	MacPherson strut with lower control arm and anti-roll bar 

	Front Axle Ground Clearance
	8.3 in. maximum

	Rear Suspension
	Strut assembly with lateral and longitudinal links and anti-roll bar

	Rear Axle Ground Clearance
	10.5 in. maximum

	Brakes
	Ventilated front disc – 12.4 in; Ventilated rear disc – 12 in.

	Steering
	Hydraulic power assisted rack and pinion

	Turning Circle
	37 ft.

	Wheelbase 
	104.7 in.

	Height 
	68.5 in.

	Width 
	86.5 in.

	Length
	177 in.

	Track
	Front 63 in.  Rear 64.5 in.

	Approach angle
	31 degrees

	Departure angle
	34degrees

	Ramp break over angle
	23 degrees

	Maximum water wading depth
	19.7 in.

	Base curb weight 
	4,079 lbs.

	Headroom (maximum)
	40.2 in.

	Legroom 
	Front  41.9 in., Rear 36.4 in.

	Shoulder Room
	Front  57.6 in., Rear 57.3 in.

	Cargo Space
	Rear seats up: 26.7 cu. ft., Rear seats folded 58.9 cu. ft.


*Manufacturer’s figures. Correct at time of publication.
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	Engine Type
	Transverse, in-line 4-cylinder, 16-valve turbocharged, direct fuel injection

	Displacement cc
	1,999

	Bore/stroke 
	87.3 x 83.0 mm (3.44 x 3.27 in.)

	Compression Ratio
	10:1

	Horsepower
	240 @ 5,500rpm

	Torque (lb.-ft.)
	250 @ 1,750rpm

	Fuel Economy: city / highway / combined l/100km 
	13.5 / 9.9 / 11.9

	Fuel Tank Capacity 
	70 litres

	Transmission
	Aisin AWF21 6-Speed automatic

	Four Wheel-Drive system
	Full time 4 wheel drive with HaldexTM rear axle differential and Terrain Response® control system

	0-100 km/h5 
	8.8 sec (0-60 mph 8.

	Top Speed km/h5
	200

	Front Suspension
	MacPherson strut with lower control arm and anti-roll bar 

	Front Axle Ground Clearance
	211.8 mm maximum

	Rear Suspension
	Strut assembly with lateral and longitudinal links and anti-roll bar

	Rear Axle Ground Clearance
	266.7 mm maximum

	Brakes
	Ventilated front disc – 316 mm; Ventilated rear disc – 302 mm

	Steering
	Hydraulic power assisted rack and pinion

	Turning Circle
	11.3 m (37.1 ft.)

	Wheelbase 
	2,660 mm (104.7 in.)

	Height 
	1,740 mm (68.5 in.)

	Width 
	2,197 mm (86.5 in.)

	Length
	4,500 mm (177.1 in.)

	Track
	Front 1,600 mm (63 in.)  Rear 1,613 mm (63.5 in.)

	Approach angle
	31 degrees

	Departure angle
	34 degrees

	Ramp break over angle
	23 degrees

	Maximum water wading depth
	500 mm (19.7 in.)

	Base curb weight 
	1,850 kg

	Headroom (maximum)
	1,021 mm (40.2 in.)

	Legroom 
	Front  1,064 mm (41.9 in.)  Rear 925 mm (36.4 in.)

	Shoulder Room
	Front  1,463 mm (57.6 in.)  Rear 1,455 mm (57.3 in.)

	Cargo Space
	Rear seats up: 756 liters (26.7 cu. ft.) 
Rear seats folded 1,668 litres (58.9 cu. ft.)


*Manufacturer’s figures. Correct at time of publication.


